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HIRA SERIES
SOLAR MODULES
520-550W

Overv ew
A fully cert f ed, prem um qual ty and h gh ef f c ency module
made w th A Grade mat er als manufactur ed n Turkey.
Guarant eed pos t ve tolerance of up t 0 5W.

Quality Components
- ISO 9001 Certification

- 1ISO 10002 Certification

-IEC 61215

-PIN-UP technology lamination
-NDC (non-destructive

Tech
- IEC 61215 anchB$7B0 p
- Load resiste -54@0 p

- Hail ieqt resisince class 4
- Max welge 1500V

cutting)
-MICRO GAP
-ELCONTROL IN'3 LOCATIONS
Warranty Product
- Product: 12 years - Class 520-550 Wp -0/+4.99 Wp
- 1 Year: Mono (98%) - Mono cells

- 10 Years: 90% / 25 ye&2%p to:
(linear)

- 144 cells perC module
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Solar Module

Electrical Characteristics

MIR520 MIR525 MIR530 MIR535 MIR540 MIR545  MIR550
Rated Power 144C/M 144C/M 144C/M 144C/M  144C/M  144C/M  144C/M
Power Tolerance 0~+5W 0~+5W 0~+5W 0~+5W  0~+5W  0~+5W  O~+5W
Maximum Power Voltage (Vmp) 40.74 40.90 41.06 41.22 41.39 41.53 41.70
Maximum Power Current (Imp) 12.77 12.84 12.91 12.99 13.06 13.13  13.20
Open Circuit Voltage (Voc) 48.78 48.94 49.10 49.26 49.41 49,57  49.73
Short Circuit Current (Isc) 13.62 13.69 13.76 13.82 13.89 1395 14.02
Module Efficiency (%) 20.10 20.29 20.48 20.69 20.89 21.07  21.27
Maximum System Voltage DC 1500V
Maximum Series Fuse 25A
Tested at Standart Test Conditions: Irradiance 1000W/m?, AM 1.5, Cell Temperature 25°C
Mechanical Data P-V Curve
—— 1000 W/m’
R 600 - —
Dimensions 2284mm x 1133mm x 35mm S
500
Weight 27.0kg o
. 400} s
Frame Andonized aluminum 2 T
5 300" .
. 2
Front Glass 3.2mm ARC, Low iron, tempered glass o 2001
Output Cables 4mm? (IEC), Length: 350mm (vertical) ol
10 20 30 40 50
Voltage (V) Vee
Dimensions Temperature Characteristics
Pmax Temperature Coefficient -0.35%/°C
Units:mm
‘ 228::2 Voc Temperature Coefficient -0.27%/°C
[ Isc Temperature Coefficient +0.05%/°C
Operating Temperature -40~+80°C
9 g i Nominal Operating Cell Temperature (NOCT) 43+2°C
Packing Configuration
o ‘ Container 40°’HQ
‘ ‘ \—?‘ag%—‘ ‘ ‘ Pieces per Pallet 31
1400
Pieces per Container 620
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A Merkez / Headquarter

Altunizade Mahallesi
Tophanelioglu Caddesi No:2/4
Uskidar/ISTANBUL

&® +90216 68891 00 - 01

A

s
1Iso ISO

14001:2015

)

45001

A Fabrika / Factory

Sakarya

10. Cadde No: 27
RRIFIYE / SAKARYA

@& +90 264 502 82 68 - 77

‘

1. Organize Sanayi Bolgesi

SGS

www.mirsolar.com.tr
info@mirsolar.com.tr




